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Hose Selector Guide - by application

Series .4 Hose iom /G fon /| Tube Cover Size Pressure Temp Page
Selector Guide Range | Range Range No.
fin} lpsil [F)
T204 MPW-1000" Hat tar & High temp, Mitrile | Chloroprens | 1/2 -1 1000 -20/+300/350 | 230
asphalt high pressure
T26 TRANSLITE® Tank truck, Smuoaoth, Mitrile | Mitrile 1-8 75-150 | -40/+180 215
standard duty | black
THEE TRAMSLITE® Tank truck, Smuooth, red Mitrile | Symthatic 1-4 150 -35/+180 216
standard duty rubber
T2H7 TRAMELITE® Tank truck, Smooth, Nitrile | Chloroprenes |1-4 150 -40/+180 215
standard duty | black
TG EZ FORM™ Mulfipurposs Greek Mitrile | Chioroprens | 1/2 -4 75 -20v+200 233
corrugated,
kink frea
T330 Tank truck, Mitrile | Chloroprene | 1-1/4 -6 | 260-300 (-20v+180 218
heavy duty
1705 GREEN LABEL™ Tank truck, Comugated, Nitrile | MNitrilePVC | 1-4 150-200 |-20/+180 b |
specialty black
ES145 Custom Mitrile | Mitrile 1-1/2-6 | 300 -A0v+180 228
Mada Hose
EW353 Custom Mitrile | Mitrile i0-12 85-75 -A0v+180 226
Mada Hose
SPH00 PVC banding nfa |nfa 2-8 n'a na 225
cail
XSP1i00 PVC abrasion nfa n'a 2-8 n'a n'a 225
coil
SP204 LIGHT-N-BRIGHT™ | Tank truck, PVC external | Nitrile | Mitrile 2-6 75100 | -40/+150 223
gravity drop halix
SP353 LIGHT-N-BRIGHT™ | Tank truck, PVC exdernal | Nitrile | Mitrile 2-6 150 -4+150 224
gravity drop helix
55107 Tank truck, Black Mitrile | Mitrile 1-1/4 -6 | 150-250 | -40v+180 227
discharge
5510TR Tank truck, Red Nitrile | Chioroprene | 1-1/2 -4 | 150-250 (-a0/+180 227
discharge
55264 Tank truck, Black Nitrile | Mitrile 6-8 150 -40/+180 229
discharge
SW333 Tank truck, Black Mitrile | Mitrile 2-6 250 -40/+180 217
heavy duty
SW3ET Hat tar & High temp Nitrile | Mitrile 1-1/2-4 | 150 -40V+300/350 | 232
asphalt
SWC3E |PETROMAX™ Tank truck, Cormugated, Mitrile | Mitrile 1-1/2-6 | 125150 |-40+180 220
standard duty | black
SWC316R | PETROMAX™ Tank truck, Comugatad, Mitrile | Mitrila 1-1/2-6 (125150 |-a0v+180 220
standard duty | red
SWC325 (ARCTIC Tank truck, Low temp Mitrile | Mitrile 1-1/2-6 | 125150 |-67/+180 222
TRAMELITE® specialty
SWCE00 | TITAMFLEX® Tank truck, Comugated, Mitrile | Mitrile 1-1/2 -6 | 125-250 |-40v+180 219
standard duty | black
SWCE0OR | TITAMFLEX® Tank truck, Comugated, Mitrile | Mitrile 1-1/2-6 | 125250 |-40W+180 219
standard duty | red
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TRANSLITE® LIGHT-N-BRIGHT™ Heavy Duty Tank Truck Hose

Tank Truck Hose Corrugated Tank Truck Hose Series 7330
Series 7216 (Black) and Series 7217 (Red) External PVC Helix
Series SP353
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3 SERIES 7217 TRANSLI

TRANSLITE®
Tank Truck Hose
Series 7216 (Black) and Series 7217 (Red)

Series T216/7217 is a suction and discharge hose designed to handle oil and
refined fuels such as biodiesel (to B20 in dedicated service), diesel, ethanol
and gasoline. The hose construction incorporates a wire helix that provides
full suction capability, kink resistance, and a path to conduct a static electrical

Series 7216 (Black) and Series 7217 (Red)

- N : p ! : Part D 1] Reinf QD oD rox  Min Min Max  Max Parm Sitd
il et bl adwio S b ) o) P G (o W W Gen Gand R R Gop ek
! : ' T216 or flbsift) (ko) Rad Rad WP WP Rec
NOTE: ltf."ff_‘]'l[!:l the table on pages 213-214 for fuel compatibility and service THT {in) {mmj (p=i]  ([bar * Qntny
conditions. -1002 1 254 2 1364 346 042 019 20 508 150 103 . 100
e comant. Eﬂ'zﬁ:;”h“t";;ih s with wie helix -1252 1-1/4 318 2 1670 424 059 027 30 762 150 103 : 100
Cover: 7246: Black nitrile; wrapped finish -1502 1-1/2 3841 2 19868 500 0OB2 038 40 106 150 103 RST 100
7217: Red chloroprene; wrapped finish
Temp. Range: _40°F to +180°F (40°C to +82°C) -2002 2 50.8 2 2520 640 114 052 60 1524 150 102 RERST, 100
Brand Method: T7216: Black text on orange stripe ™
T217: Red text on whita stripa .
Brand Example: 7216: PARKER SERIES 7216/SW302 TRANSLITE® TANK -2502 212 B3.5 2 3.028 764 1.43 0.85 a.0 2286 150 10.3 100
TRUCK HOSE 300X PSI MAX WP MADE IN USA (LOT #) -3002 3 6.2 2 3543 900 183 083 120 348 150 102 RERST, 100
7217: PARKER SERIES 7217 TRANSLITE® TANK TRUCK
HOSE 150 PSI MAX WP MADE IN USA (LOT #) ™
:I'f;ng F;:: y :I; ; -4002 4 1016 2 465 1183 297 135 160 4064 150 103 HAPS 100
n ards: ne applicable P .
Applications: + Biodiasal {to B20 in dedicatad sarvice), disssl, sthanol, -5004 5 1Z7.0 4 5787 1470 446 202 39.0 9906 150 103 100
. ﬁﬁ!:ﬁaﬁg storage tank transfar -G004* = G 152.4 4 GA11 1730 573 263 480 12192 150 103 ' 100
« Delivery, transport 8004+ 8 203.2 4 BATE 2280 942 427 T20 18288 75 5.2 : a0
Vacuum: Full
Compare to: Boston Puma; Gates Longhorn; Veyance Plicord Flexwing
Packaging: Coils



LIGHT-N-BRIGHT™

Corrugated Tank Truck Hose
External PVC Helix
Series SP353

Series SP353 is a flexible, lightweight drop hose designed to handle oil and refined fuels
such as biodiesel (to B100 in dedicated service), diesel, ethanol and gasoline in gravity
flow, higher pressure pump-off, or suction applications. The lightweight hose construction
incorporates a static wire as a path to conduct an electrical charge to ground, and the cover
features an external PVC helix for full suction capability, flexibility and superior abrasion,
crush and kink resistance. Series SP100 banding coils are recommended for installation

of couplings. Series XSP100 abrasion coils are available for maximum abrasion resistance
along the entire length of the hose.

NOTE: Refer to the table on pages 213-214 for fuel compatibility and service conditions.
Tube: Black nitrila

Reinforcement: Multipls textile plies with static wire
Cover: Black nitrile with external red PVC helix

Temp. Range: -40°F to +150°F {-40°C to +65°C)
Brand Method: Solid gray stripa

Brand Example: Mot branded

Deasign Factor: 41

Industry Standards: None applicable

Applications: + Biodigsal (to B100 in dedicated servica), diesel, sthanol, gasoling, oil
+ |n-plant and storage tank transfer; transport, dalivery
« Drop/gravity flow, pump-off service

Vacuum: Full

Packaging: Coils

Part
Mumber

SP353-2000
SP353-3000
SP353-4000
SP353-6000

=N - - I ]

D
(mm)

50.8
76.2
101.8
152.4

Reinf
Pligs

3 K3 B3 3

oD
fin}

3.000
4.000
5.000
7.000

(mam)

76.2
101.86
127.0
177.8

Ao

1.25
1.78
232
349

A{ﬁtn:lx

0.57
0.81
1.05
1.58

Min

{in}

6.0
8.0
10.0
24.0

FIPTEEEFEIF

Min
Red
{mam)
152.4
2032
2540
609.6

(i)
150

150
150
150

fbar
10.3

103
10.3
10.3




WS SERIES 7330 HD

Series 7330 is a heavy duty, high pressure suction and discharge hose designed to handle

oil and refined fuels such as bindiesel (to B100 in dedicated service), diesel, ethanol and

gasoline. The elevated working pressure is suitable for bulk loading and unloading. The hose

construction incorporates a wire helix that provides full suction capability, kink resistance,

and a path to conduct a static electrical charge to ground. The cover is resistant to abrasion, - -

oil and weathering. Series 7330 is available in 200-foot continuous lengths. mp:gw 1'—2} [|1I1Dm:| EE:E Efi‘l}]' {“?E.] Nﬁm A"ﬁm Bl-:::::l Elh:rd H,:; E:: m P?:I:

NOTE: Refer to the table on pages 213-214 for fuel compatibility and service conditions. (b=ft] [kgFt) I?_n'i ﬁfd} {::'gf} m Rec %ar
in m *

Tube: Black nitrile 7330-1250 1-1/4 318

3 . o . o 2 1686 428 O.71 0.32 B0 1524 300 20.7 : 100
Reinforcement: Multiple texdile plies with helx wire .
Cover: Black chloroprene, wrapped finish T330-1500 1-1/2  38.0 2 1876 50.2 1.00 045 B0 203.2 300 20.7 100
Temp. Range: -20°F to +180°F {-20°C to +82°C) T330-2000 2 50.8 - 2822 688 157 071 B0 203.2 300 20.7 * 100
Brand Method: Red text on whits stripe 7330-2000200 2 s08 4 2622 666 157 071 B0 2032 300 207 200
Brand Example: PARKER SERIES 7330 HD TANK TRUCK 300 P51 MAX WP
MADE IN USA [LOT #) T330-3000 3 TE.2 4 3854 S2B 24 1.08 150 381.0 300 20.7 ™ 100
Design Factor: 41 ) T330-3000200 3 T6.2 4 36854 928 24 1.08 150 381.0 300 20.7 ™ 200
Industry Standards: Noneapplicable o o 7330-4000 4 1016 4 4840 1230 442 1.87 200 5080 300 =207 @ ° 100
Applications: » Biodiesel (to B100 in dedicated service), diesel, ethancl, gasoline, oil R
. High prassura in-p|a|‘|t and gtgragg tank transfar T330-4000200 4 1016 4 4840 1230 412 1.87 20.0 508.0 300 20.7 200
+ High prassure bulk loading/unioading; delivery, transport T330- 6000 5] 152 .4 G 6868 1770 6599 317 360 89144 300 20.7 * 100
Vacuum: Full
Compare to: Veyanca Plicord Super Black Flexwing
Packaging: Coils



Cam and Groove

= 316 stainless sieel
= unplated ductile iron

Sizes:
= 17 1N 1%, 20, 3T, 4 6T
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Double Bolt Clamps /| < % 4=> =0

Features:

« inner surface has dual gripping ridges

bolt lugs are reinforced to prevent bending out of alignment

Torque values for clamps are based on dry bolts.

The use of lubricant on bolts will adversely effect clamp performance.
measure hose OD accurately before ordering clamps




Double Bolt Clamps /| < % =>4&=0

Features:

« inner surface has dual gripping ridges

bolt lugs are reinforced to prevent bending out of alignment

Torque values for clamps are based on dry bolts.

The use of lubricant on bolts will adversely effect clamp performance.
measure hose OD accurately before ordering clamps




Cowver colors available:

oy [
areen |
red N
Sand

Sand [

XSP100 {ft)

mnmm!ﬂi

50.8

101.6
152.4

100
100
100
100
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